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WIRING DIAGRAM

2.5RED

G125a b

/o
hd

ALFA ROMEO CODE
NT7 PIN A3 """

e STOPLIGHTS e INSTR. PAKEL
"t NS PN 1 === o P £2

| MSTRUMENT CLUSTER,
. WINDSCR. lmii!ﬁfﬁms
OIS, SIOPUBTS, 12 e
5 ' EWGISE COOLING FAN,
I ALFA ROMED CODE
i
]
1LT8-RED
STOPLIGHTS
H3 PIN 2
1RED
wam ALFA ROMEO CODE
£ NTT PIN AB

2.5RED} LIB=AeD
A 1BLK
ol ¥ S | B00T LD
OPENING i |
__--v-__\. RELAY P
I | f—3
WI’ L @ =
= )
S b it | —T
i 1YEL .
157523

2518

1.58LK

12-1984

2,581

¥

B007_OPENING
SWITCH WITH
GLOVEBOX
1IGHT

007
EHING
ACTUATOR
SOLENDID

PA4978E 116V000

BOOT RELEASE CONTROL

20-3

GENERAL DESCRIPTION

The boot lid can be opened either from
outside the vehicle by inserting the key
into the rear lock, or from inside the
vehicle by an electric control.

For safety reasons the switch which
controls the opening of the boot lid lock
through a solenoid, is located inside the
glovebox on the dashboard.

When the glovebox is opened. if the key
is in the MARCIA position, a light auto-
matically comes on which illuminates it
and enables the switch to be easily lo-
cated.

FUNCTIONAL DESCRIP-
TION

The boot lid opening relay 152 controls
the system.

The relay is powered directly by the bat-
tery throught the circuits of fusebox G1.
The coil is grounded on one side and is
excited by a positive signal originating
from the boot opening switch BE7. The
battery voltage, after passing fuse F2
(23A) of G1 is transmitted on closure of
the contact of switch B87, to the coil of
relay 152

The relay 152, protected by a fuse (30A)
sends voltage to the boot lid opening
actuator solenoid M12 which opens the

lock.

Another contact of switch B87 closes
automatically when the glovebox is op-
ened and illuminates the glovebox light
incorporated in switch B87 usingthe
same supply routed through fuse F15
(15A).

The anti-interference condenser N66 is
connected to the power supply of switch
B&7.

TROUBLESHOOTING TABLE
Component to be checked
Malfunction
Fig | E2
Boot opening device not working .
Glovebox lamp not working .
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LOCATION OF COMPONENTS ) CHECKING COMPONENTS

Luggage compartment opening electromagnet @

SPECIFICATIONS

Nominal voltage | 12v
Absorbed current | 31A
Magnetic core stroke | 10=0.5 mm |
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