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WIRING DIAGRAM
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GENERAL DESCRIPTION

N.B. Two distinct winng diagrams are
given, one for the models equipped with
the Check Panel and one for models
without this device.

The sidelights are illuminated when the
switch on the lever group is rotated to
the first position, and only when the ig-
nition key is engaged: this prevents the
batiery from being drained if the lights
are inadvertently left on when the ve-
hicle is left.

They can also be illuminated though, by
slightty withdrawing the ignition key and
rotating it in the opposite direction, and
holding down the special button: key in
the "PARKING" position (see also
“Power Supply")

When the sidelights are illuminated, the
numbemlate lights and numerous inte-
rior lights for the illumination of the pas-
senger compartment, instruments and
controls are also illuminated (see "Inte-
rior Lighting™).

Awaming lamp on the instrument panel
signals that the sidelights are on.

For safety reasons the circuit is pro-
tected by two fuses employed in the

"crossed” system: one for the front right
and rear left lights and the other for the
front left and rear right lights.

The comect operation of the sidelights
and numberplate lights is - for some
versions - verified by the Check Panel
device which signals any malfunction
affecting these important circuits (see
*Check Panel).

FUNCTIONAL DESCRIP-
TION

The sidelights circuit is activated by
relay 164 located in fusebox G1.
Maving the switch on the lever group
B68 to position "I" when the ignitien key
is engaged, the coil of relay 164 is sup-
plied and the circuit is closed which
sends supply to the sidelights; this circuit
is protected by two fuses in fusebox G1:
F5 (10A) for the front right and rear left
lights and F6 (10A) for the front left and
rear right lights. In this way the front
sidelights E23 (right) and E24 (left) are
supplied along with the rear lights E25
(rght) and E26 (left) and the number-
plate lights E17.

The line supplying fuse F5 sends a sig-

nal to the instrument panel C10 to illumi-
nate the relative waming lamp.

As the sidelights are controlled by the
Check Panel device, signals (both direct
and by "SH" shunt) are emitted from the
circuit supplying the lights themselves
and are received by the control unit N59
which can then check the line load (for
greater detail see "Check Panel®).

With the ignition key at the "PARKING®
position, all the sidelights are flluminated
as the fuses F5 and F6 in fusebox G1
are supplied directly, by-passing the
relay 164.

NOTE: Selecting the sidelights supplies
numerous other circuits with “con-
sensus" signals (circuits which operate
only when when the sidelights are illumi-
nated) or by supply lines in the real
sense of the temm (for example by illumi-
nating the ideograms of the various but-
tons and controis...).

These lines are described and illus-
trated in the diagrams relative to the
components to which they refer, orin the
section "Interior Lighting™).

TROUBLESHOOTING TABLE
Compenent to be checked
Malfunction =l @ @ @ @ @@!@
Al sidelights o | !
Front right . . I
Front left . . |
FRiear right . . !
Rear left . . '
Right numberplate . . |
Left numberplate . . .
Sideiights waming lamp Ir ! .
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